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GV & CI Series

Filter Gauges
:? o201" Vacuum & Pressure

Black Steel Case

Brass Stem

Acrylic Lens

-40°F to +140°F Operating Temp.

()
N

Vacuum Gauges
(Suction Line Filter Installations)

Part # GV-05 Part # GV-10
For use with 3 PSI For use with 5 PSI

Filter By-Pass Valve Filter By-Pass Valve

, 20
/SR

Pressure Gauges
(Return Line Filter Installations)

Part # CI-12 Part # CI-20 Part # CI-40
For use with 15 PSI For use with 25 PSI For use with 50 PSI
Filter By-Pass Valve Filter By-Pass Valve Filter By-Pass Valve
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Filtration Group®
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GVL & CIL Series

} 1/8" NPTF

G201

Filter Gauges
Stainless Steel
Glycerin-Filled

Stainless Steel Case
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Brass Stem
Acrylic Lens
Shock and Vibration Resistant

Vacuum Gauges
(Suction Line Filter Installations)

Part # GV-05L Part # GV-10L
For use with 3 PSI For use with 5 PSI
Filter By-Pass Valve Filter By-Pass Valve
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ZINGA

Pressure Gauges
(Return Line Filter Installations)

Part # CI-20L
For use with 25 PSI
Filter By-Pass Valve
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Filtration Group®
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